






Lower Bed Installation
Instructions
EN 6000-1

STEP 7: POSITION BED 

Flip the bed back into position and let set for a minimum of 
12 hours. 

STEP 8: CREATE GROOVE 

Using a grinder bit, grind around the entire perimeter of the 
bed in preparation for caulking. 

STEP 4: CLEAN UP 

Clean up any dust after grinding. 

STEP 5: CLEAN UP ACETONE 

Clean bed contact areas with acetone (still plate and top 
plate) and all floor contact areas. 

STEP 6: APPLY ADHESIVE 

Place adhesive at all floor contact grind areas. 
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Lower Bed Installation
Instructions
EN 6000-1

STEP 10: CAULK 

Apply an even caulking bead around the perimeter of the bed 
and wait one hour. 

STEP 11: SMOOTH CAULK 

• After approximately one hour the caulking will start to skin 
over and can be smoothed out with soap and solution water 
and your finger.
• Clean entire bed with acetone. 
• Allow to sit a minimum of 12-24 hours before use. 

STEP 9: CLEAN WITH ACETONE 

Clean sanded and grooved areas with acetone. 
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Wall Mounted Desk and Round 
Stool Installation Instructions 
EN 6000-9 
EN 6000-11
DO NOT LIFT DESK ALONE – LIFTING 
AND CARRYING DESK REQUIRES 2 
PEOPLE

SUPPLIES REQUIRED: 

• Pencil or sharpie 

• Mini grinder with 

sanding disk

• Caulking gun (10 oz. 

tube) for adhesive 

• Spatula 

• Template

• Dust pan and broom 

• Hammer drill with 1/2” 

concrete bit

PARTS INCLUDED:

1. Metal frame with wood top 

2. Desk 

3. Round stool 

4.  Stool base 

• Level (2 ft.)

• Bulk caulking gun for 

perimeter caulk

• Acetone 

• Clean cloth 

• Drill with grinder bit 

• Soap and water solution 

1.

2.

3.

4.

STEP 1: PLACE TEMPLATE 

1. Place the desk and stool template in the required location 
against the wall. 
2. Fold down the stool piece of the template onto the floor.

STEP 2: OUTLINE TEMPLATE 

1. Check to ensure the top edge of the desk template is level 
(if not, shim the bottom of the template until level). 
2. Mark the hole locations for the desk onto the wall. 
3. Mark the hole locations for the stool on the floor. 
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Wall Mounted Desk and Round 
Stool Installation Instructions 
EN 6000-9 
EN 6000-11

STEP 5: MOUNT THE DESK

1. Carefully place the desk over the frame until the back of 
the desk touches the wall, then set down on wooden surface 
with glue. 
2. Press down on the desk compressing the glue between 
the frame and the desk.  

STEP 6: PREPARE THE DESK FOR 
CAULKING 

1. Remove any excess adhesive around the desk. 
2. Using a grinder bit, grind around the perimeter of the desk 
in preparation for caulking. 

STEP 3: DRILL THE HOLES 

1. Remove the template and drill the holes. 
2. After drilling holes, clean the area of all dust. 
3. Using a cloth and acetone, clean the area for the desk and 
stool. 
4. Drill the holes according to the fasteners being used 
(typically Hiti Hiti-A ½” x 4- ½” for concrete block walls). 
5.  When drilling the holes determine if the wall is hollow or 
core block construction.   
6. Follow the fastener installation instructions when bolting 
the metal frame to the wall. 
7. Bolt the metal frame with wood top to the wall. 

STEP 4: APPLY WOOD SURFACE 

1. Screw wood surface on top of metal frame.
2. Place adhesive on the wood surface top of the metal 
frame. 
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Wall Mounted Desk and Round 
Stool Installation Instructions 
EN 6000-9 
EN 6000-11

STEP 7: CAULKING THE DESK 

1. Clean the grinded area of all dust, using acetone.
2. Apply an even caulking bead around the perimeter of the 
desk. 
3. After approximately one hour, when the caulking starts to 
skin over and can be smoothened, pat with a stainless-steel 
spatula. 
4. Allow to sit a minimum of 12 to 24 hours before use. 
5. Clean entire desk with acetone. 

STEP 8: INSTALL THE STOOL BASE 

1. Place wedge anchors in the holes with a washer and nut. 
2. Place the stool base in position and tighten the fasteners. 

STEP 9: PLACE THE STOOL 

1. Take the stool and place adhesive around the inside 
perimeter. 
2. Place the stool over the frame and rotate into position 
until the stool comes in contact with the floor. 

STEP 10: PREPARE THE STOOL FOR 
CAULKING 

1. Remove the access adhesive from around the perimeter of 
the stool. 
2. Using a grinder bit, grind around the entire perimeter of 
the stool in preparation for caulking. 
3. Clean the grinded area with acetone, removing all dust. 

1.

2.
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Wall Mounted Desk and Round 
Stool Installation Instructions 
EN 6000-9 
EN 6000-11
STEP 11: CAULKING THE STOOL 

1. Apply an even caulking bead around the perimeter of the 
stool. 
2. After approximately one hour, when the caulking starts to 
skin over and can be smoothened, pat with water and a 
stainless-steel spatula. 
3. Clean entire stool with acetone. 
4. Wait 12 to 24 hours before use. 
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Two or Four Shelf Locker 
Installation Instructions 
EN 60007/8
DO NOT LIFT LOCKER ALONE – LIFTING 
AND CARRYING LOCKER REQUIRES 2 
PEOPLE

SUPPLIES REQUIRED: 

• Pencil

• Grinder 

• Caulking gun 

• Spatula 

• Dust pan and broom 

• Hammer drill 

• Level 

STEP 1: POSITION AND MARK THE 
TEMPLATE 
1. Place the 2 or 4 shelf locker templated in the required 
location against the wall. 
2. Check to ensure the top edge of the desk template is level 
(if not shim the bottom of the template until level). 
3. Mark the hole locations for upper metal frame. Mark the 
hole locations for lower metal frame. 
4. Trace an outline around the perimeter of the rectangular 
hole marking the wall (X2). 

STEP 2: DRILL THE HOLES 

1. Drill the holes according to the fasteners being used 
(typically Hiti Hit- A ½” x 4- ½” for concrete block walls). 
2. When drilling the holes, determine if the wall is hollow or 
core block construction. 
3. Using a grinder, grind the areas within the scribe lines in 
the wall, grinding at points where the shelf will come in 
contact with the wall (adhesive will be applied to these 
points). 

STEP 3: FASTEN FRAME TO WALL 

1. Follow the fastener installation instructions when bolting 
the metal frames to the wall. 
2. Bolt the metal frames to the wall. 
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Two or Four Shelf Locker 
Installation Instructions 
EN 60007/8
STEP 4: APPLY ADHESIVE AND PLACE 
LOCKER 

1. Place specified adhesives on the back walls of the locker. 
Glue should be applied to the back shelf in 10 areas, 
minimum glue height should be 1 inch. 
2. Carefully position the locker over the frame and 
drop/slide into place (screws already installed on the locker 
should drop into the V-grooves of the metal frame). 
3. Press against the back wall of the shelves on the locker 
compressing the glue. 
4. Allow 12 hours to cure before using. 

STEP 5: PREPARING THE CAULKING 

1. Using a grinder bit, grind around the entire perimeter of 
the shelf in preparation for caulking. 
2. Clean the grinded area of all dust and clean with acetone. 

STEP 6: APPLY CAULKING 

1. Apply an even caulking bead around the perimeter of the 
locker. 

STEP 7: SMOOTH AND CLEAN

1. After approximately one hour, when the caulking starts to 
skin over and can be smoothened, pat with water and a 
stainless-steel spatula. 
2. Clean the entire locker with acetone. 
3. Wait a minimum of 12 to 24 hours before use. 
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Dining or Extended Dining Table 
Installation Instructions 
ES 4000-1/1D
DO NOT LIFT TABLE ALONE – LIFTING 
AND CARRYING TABLE REQUIRES 2 
PEOPLE

SUPPLIES REQUIRED: 

• Pencil

• Mini grinder with 

concrete cutting disks 

• Caulking gun (10 oz.) for 

adhesive 

• Spatula 

• Template 

• Dust pan and broom 

• Hammer drill with ½” 

concrete bit

PARTS INCLUDED: 

• Dining / Game tabletop 

• Pedestal (2 for extended table) 

• Ballasting bags 

STEP 1: PREPARE FOR BALLASTING 

1. After removing the table pedestal from the box, remove 
the white cap in the middle of the pedestal and put aside. 
2. Insert a funnel, which fits securely in the hole and will not 
allow for any spillage. An open-ended traffic cone will work. 

STEP 2: FILLING THE PEDESTAL 

1. Have one person hold the cone steady. 
2. After carefully opening the sandbag, pour into cone. 
3. Hold cone in place until all sand has travelled into the 
pedestal, before pouring in any more sand. 
4. Fill the pedestal with about 70lbs. of sand. 
5. Repeat this process on the second pedestal for the 
extended table. 

STEP 3: INSTALLING THE TABLETOP 

1. Firmly tighten the white cap back into place. 
2. With the help of another person, place the tabletop on the 
pedestal. 
3. Using screws and washers, secure the tabletop to the 
pedestal from underneath, using a drill. 
4. Repeat for all 8 openings. 
5. Repeat this process on the second pedestal for the 
extended table.  

• 2-foot level 

• Clean cloth 

• Acetone 

• Water and soap solution 

• Wood shims 

• Bulk caulking gun for 

perimeter caulk 

• Drill with grinder bit. 

• 70 lbs. sand 
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