
The Ecoglo® RMA Series Architectural Photoluminescent Exit 
Signs are the favoured solution to ensuring that your facility is 
equipped with the safest backup technology in an emergency. Each 
sign has an acrylic coating with elegant beveled edges that give 
them, and the space they occupy, a more sophisticated aesthetic. 
With each sign, we offer a range of anodized aluminum mounting 

location. With no electricity or battery required, our code compliant 
photoluminescent exit signs will illuminate your path after being 

PRODUCT FEATURES
• LEED points qualified for energy 

conservation and sustainability
• ULC S572 listed for Photoluminescent and 

Self-Luminous Exit Signs
• Minimum 120 minute emergency operation
• 50/75-foot visibility rating
• No electricity or batteries required
• Requires exposure to at least 54 lux (5-foot 

candles) of LED, fluorescent, metal halide, 
mercury vapour, or other 3.5-4.5 K light 
illumination for a minimum of 60 minutes to 
become fully operational

• Indoor installation
• Standard twenty-five (25) year warranty 
• Non-toxic, non-radioactive
• ULC testing/listing no. E344049/4RG2

Architectual
Photoluminescent Exit Sign

Ecoglo® RMA Series
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VISIBLY BETTER

See back for details.

MOUNTING KITS
RMAKIT -50 WALL RMAKIT -75WALL

RMAKIT -50CEILING RMAKIT -75CEILING

RMAKIT -50FLAG RMAKIT -75FLAG

RMAKIT -50BICEILING * RMAKIT -75BICEILING*

*  For bi-directional signs only.

50 FOOT SIGNS

1 SIDED

RMA-RD50 Right-facing running man with down arrow

RMA-LA50 Left-facing running man with arrow

RMA-RA50 Right-facing running man with arrow

RMA-RU50 Right facing running man with up arrow

RMA-BA50 Running man with bi-directional arrows*

2 SIDED

RMA-SA50 Single direction with arrows

RMA-DA50 Bi-directional with arrows*

* Special order only, subject to availability. 
 Standard mounting kits not compatible with bi-directional signs.

75 FOOT SIGNS

1 SIDED

RMA-RD75 Right-facing running man with down arrow

RMA-LA75 Left-facing running man with arrow

RMA-RA75 Right-facing running man with arrow

RMA-RU75 Right facing running man with up arrow

RMA-BA75 Running man with bi-directional arrows*

2 SIDED

RMA-SA75 Single direction with arrows

RMA-DA75 Bi-directional with arrows*

* Special order only, subject to availability. 
 Standard mounting kits not compatible with bi-directional signs.



MODEL SELECTION
RMA - (DIRECTION) (RATING) (FRAME)

ISO Standard requires an arrow with the Running Man symbol at all times. Arrow points to direction of egress. Arrow down for 
installation above exit doors. Arrow down for installation above exit doors. Arrow up to indicate straight-ahead exit direction, or to 

proceed upstairs to exit. Bi-directional to indicate two available exit directions.
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Contact Kinesik Engineered Products for the name of a dealer near you.
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Visibility (Feet) Size
50 Feet: 15.1" x 7.6" (384mm x 193mm)
75 Feet: 18.9" x 10.9" (480mm x 278mm)

Sides and Direction

1-Sided

RD Right-facing running man with down arrow
LA Left-facing running man with arrow
RA Right-facing running man with arrow
RU Right facing running man with up arrow
BA Running man with bi-directional arrows*

2-Sided

SA Single direction with arrows
DA Bi-directional with arrows*

* Special order only, subject to availability. 
 Standard mounting kits not compatible with         

bi-directional signs.

Mounting Kit
WALL / CEILING / FLAG

Example 1: RMA-SA50CEILING

 2-Sided, Single direction with arrows,  
50-Foot, Ceiling mounting kit 

Example 2: RMA-LA75WALL

 1-Sided, Left-facing running man with 
arrow, 75-Foot, Wall mounting kit

Ceiling Mount Flag Mount Bi-Directional Wall Mount

Wall Mount
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